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This report describes a design checklist targeted to fault-tolerant distributed electronic systems.
Many of the questions and discussions in this checklist may be generally applicable to the devel-
opment of any safety-critical system. However, the primary focus of this report covers the issues
relating to distributed electronic system design.
The questions that comprise this design checklist were created with the intent to stimulate
system designers’ thought processes in a way that hopefully helps them to establish a broader
perspective from which they can assess the system’s dependability and fault-tolerance mechanisms.
While best eﬀort was expended to make this checklist as comprehensive as possible, it is not (and
cannot be) complete. Instead, we expect that this list of questions and the associated rationale for
the questions will continue to evolve as lessons are learned and further knowledge is established. In
this regard, it is our intent to post the questions of this checklist on a suitable public web-forum,
such as the NASA DASHlink AFCS repository (https://c3.nasa.gov/dashlink/projects/79). From
there, we hope that it can be updated, extended, and maintained after our initial research has been
completed.
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1 Introduction
This report presents a design checklist to be applied to fault-tolerant, distributed, safety-relevant,
software-intensive systems. It has been generated under NASA Task Order NNL10AB32T, Valida-
tion and Veriﬁcation of Safety-Critical Integrated Distributed Systems – Area 2.
1.1 Scope
This report describes a design checklist targeted to fault-tolerant, distributed, safety-relevant,
software-intensive systems. Many of the questions and much of the discussion in this checklist
may be generally applicable to the development of any safety-critical system.
The questions that comprise this design checklist were created with the intent to stimulate
system designers to seeing a broader perspective from which to assess system dependability and
fault-tolerance mechanisms. While the checklist is quite comprehensive, it is not (and cannot be)
complete. We expect that the questions and their rationales will continue to evolve as lessons are
learned and further knowledge gained. We plan to post the checklist questions on a suitable public
web-forum, such as the NASA DASHlink AFCS repository [1], and expect that it will be updated
and maintained after our initial research is complete.
1.2 Background and Motivation
Modern avionic systems continue to increase in size and complexity. State-of-the-art ﬂight control
systems can consist of more than a million lines of code. The Lockheed Martin F22 Raptor contains
approximately 1.7 million lines of code [2] and the next-generation F35 ﬁghter is estimated to
comprise 5.7M lines of code. This trend is not limited to the military arena; the software content
of the Boeing 787 is estimated at 13 million lines of code [3].
Advancements in networking technology continue to enable increasingly distributed systems and
greater interdependence among subsystems that originally used a loosely-coupled, federated design.
Network-centric integrated modular avionics (IMA) architectures are the industry norm across all
aircraft segments, from large air transport, such as the A380 [4] to general aviation [5]. This integra-
tion of multiple aircraft functions into IMA architectures oﬀers many beneﬁts. Standardization on
shared hardware platforms may support improved optimization for addressing system obsolescence
issues, while simultaneously reducing SWaP (size weight and power).
Similarly, the standardization of software platforms and standard application programming
interfaces (APIs), such as ARINC 653 [6] can greatly improve design and system portability, and
inter-application communication. Such standardization may enable closer integration and support
better levels of cooperation among the traditionally federated aircraft functions. And, as is argued
by Rushby [7], this trend may facilitate greater levels of system safety.
However, the increased functionality and higher-levels of integration also change the nature
of integrated systems. Aircraft computation architectures are evolving into distributed system-of-
systems architectures. This evolution may increase system risks in the form of common-mode or
coupled inﬂuences originating from the networking platform or being propagated by it, respectively.
The latter coupling includes the interaction between the state-spaces of the functions hosted by the
system.
This situation is complicated further by the evolutionary nature of typical aircraft system
hardware components and architectures. Clean-sheet designs are infrequent. It is more common
for the industry to adapt and evolve legacy hardware platforms and systems. Similarly, with the
high cost-of-change for software, there is a strong need to re-use software functionality, potentially
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porting software systems to diﬀerent hardware platforms. Therefore, it is important to ensure
that the assumptions that underpin the original software and hardware system designs are clearly
documented. Additionally, it is important to ensure that these assumptions remain valid as the
software and hardware systems are evolved through their respective life-cycles.
The Future Airborne Capability Environment (FACE) [8] is a recent, consortium-led eﬀort
addressing some of these challenges. The emerging standard appears to be mainly focused on soft-
ware (and API issues in particular), and the system issues relating to fault-tolerance or distributed
system design are not elaborated in detail.
Similarly, although the certiﬁcation guidance documentation [9, 10] provides useful criteria
and information to guide the design and development process of aircraft functions, it does not
give details for assessing the soundness of a fault-tolerant distributed architecture. This lack is
understandable, as adding such prescriptive detail within higher-level standards may render the
guidance impractical or unworkable. Such lower-level design guidance is better covered by targeted
component design guidelines such as in DO-178C [11] and DO-254 [12]. However, these component
assurance guidelines also do not incorporate speciﬁc details or measures to assess the soundness of
a distributed, fault-tolerant system architecture.
DO-297 [10] introduces many areas of system consideration. These areas of consideration are too
high-level to address more subtle issues, such as those covered in our parallel research sponsored
by the FAA [13]. In that work, we examined the assumptions that underpin the use of cyclic
redundancy (CRC) and checksum codes within aerospace systems. Such codes are used in almost
all aerospace systems and many ARINC standards such as ARINC 825 [14] and ARINC 664 [15]
mandate the use of speciﬁc codes. Guidance in relation to how the eﬀectiveness of a given CRC or
checksum code should be evaluated does not exist. This problem is not speciﬁc to the aerospace
industry. For example, the Japan Automotive Software Platform and Architecures - Functional
Safety working group [16] recommends the use of a CRC but does not specify the methods to select
and assess the suitability of any particular CRC.
The lack of guidelines for using CRCs is of particular interest within distributed systems that
typically leverage such codes towards communication system integrity claims. Without path repli-
cation or higher-level voting strategies, the integrity of a system is often characterized by the
properties of the selected CRC in conjunction with the assumed fault-model of the underlying com-
munication channel (including bit error ratios, burst lengths, inter-symbol interference, etc.). In
our FAA report [13], we discuss these issues in detail. From our work in this area, we believe that
more prescriptive guidance may be beneﬁcial.
Finally, from our experiences working with the designers of fault-tolerant systems, we ﬁnd it
useful for engineers to examine the validity of their assumptions1 within the context of the larger
system. This simple process can be very eﬀective in removing system design errors or omissions.
For example, during a recent discussion about the assumptions that underpinned a replicated task
set for a command-monitor architecture, we found omissions within the logic for establishing and
maintaining agreement throughout all system startup and fault scenarios. These types of edge-
cases are often not discovered during system operation and test2 and vulnerabilities may manifest
as latent design errors if not systematically removed. In this case, the system had been patched
for discrete instances where the agreement failed, but the patches did not address the underlying
issues that led to agreement failure.
1We often ask such questions as we work to establish formal and informal working models of systems that we
troubleshoot.
2This is another motivation for establishing an architectural-level metric to assess the eﬀectiveness and coverage
of system veriﬁcation and validation activities with respect to system-level fault-tolerance protocols and strategies.
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From the above discussion, we believe that assembling a checklist for dependable distributed-
system architectures will be beneﬁcial.
2 Research Overview
2.1 Methodology
At the outset of this research, we recognized that developing a useful checklist for distributed
fault-tolerant systems was not a small undertaking. We recognized that a suitable checklist must
assimilate and integrate knowledge from a wide range of system perspectives, so we developed a
multi-pronged approach for generating the checklist. This approach allowed us to solicit input from
a number of diﬀerent areas, sources, and groups as described below:
• We collected, reviewed, and examined existing design-related checklists in use within Honey-
well. Honeywell has been a pioneer in integrated avionics architectures, and a tremendous
body of knowledge has been captured within the working checklists and system review crite-
ria.
Note: To this end, we used the Honeywell Goldﬁre database, a tool for organization knowledge
management. The initial query identiﬁed over 100 relevant documents in use throughout the
organization.
• We then polled experienced senior personnel within Honeywell including many chief engineers
and system engineers who have developed distributed and safety-relevant systems.
• Next, we reviewed documented system failures collected under a separate task of this research
(posted to the web [17]) to uncover themes and vulnerabilities.
• Finally, to ensure that our checklist did not become too Honeywell-centric, we solicited input
from the System Safety Mailing List [18] and the International Foundation for Information
Processing (IFIP) Working Group 10.4 [19]. The feedback that we received from these groups
is greatly appreciated.
When polling these groups for items that we should include in this checklist, we posed these
questions:
• Meta-question:
“If you were asked to participate in a design review of a safety-critical design, what questions
would you ask?”
• Reverse meta-question:
“If you were presenting a design, what questions would you dread being asked?”
2.2 A Word of Caution about Checklists
During the development of our checklist, we polled and contacted several groups. A recurring theme
in the responses was the need for caution on checklist usage. Although many of our respondents
recognized the value in assembling information in this format, they reminded us that the blind
application of checklists, for example where a user checks boxes without a full understanding of
the context or rationale behind the box questions, may deplete the working knowledge of system
engineering. From our previous research [20], we were very aware of these issues, and in this
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checklist we have tried to avoid yes/no answers and instead solicit the corresponding rationale to
be evident within the checklist responses. We also believe that relating the questions to real-world
system failure scenarios will help establish the context for the questions.
An additional word of caution was given by Dr. Nancy Leveson who emphasized that looking
at the design alone is insuﬃcient to ensure system safety; that to address the system safety, it is
necessary to start at the higher-level system safety and hazard-related analyses. While we agree
with Dr. Leveson’s caution, we also feel that the content of our design-centric checklist will be
valuable. Many failures that we have observed have resulted from misunderstanding or ignorance
of fault-tolerance theory, which can lead to misaligned or incomplete assumptions about component
or system failure modes. In these areas, we believe that the application of our checklist will be
beneﬁcial. We believe the application of our list can lead to a more informed view of the system
fault-tolerance mechanisms, which will in turn assist system designers and safety analysts to achieve
a more informed safety/hazard assessment.3
2.3 List Organization and Structure
During the checklist development, we had diﬃculty settling on a ﬁnal structure for the questions,
given that many of the themes were highly inter-related. Developing a good taxonomy is always
a diﬃcult task. In addition, one research goal was to link the questions with suitable background
information and lessons learned with respect to real-world systems. To this end, we evaluated dif-
ferent technologies and tools such as mind mapping to support the visualization of the relationships
between the questions with the experiences from the “Real System Failures” data set [17] correlated
under related AFCS research activity [1]. We selected TheBrain [21] from Brain Technologies as
our tool of choice for the following reasons.
• It allows complex relationships to be inter-linked and visualized. It is unique in its abilities
to cross-link complex relationships via its three dimensional rendering.
• It has a free viewer application so we did not need to purchase a program to view our output.
• It allows attachments to be connected to thoughts, enabling a simple method to cross-link
the information from the “Real System Failures” stories.
• Knowledge captured within TheBrain’s tool can also be exported to HTML for hosting on a
standard web-server. As discussed in section 4, we will use this aspect to publish the questions
to the NASA DASHlink AFCS repository [1].
A second area of debate during the checklist development related to the number and level of
questions included. While some argue that a relatively small number of questions with supporting
rationale would be suﬃcient, other team members were concerned that the subtleties underlying
some questions may be left out of higher-level questions, and a set of more detailed questions may
prove more useful to assist a less experienced reader. We have decided to include more questions
to prevent information loss.
3We believe signiﬁcant improvements in system safety engineering may be achieved by integrating the knowledge
bases of system safety engineers and system designers.
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3 Checklist Questions
This section contains the checklist questions, criteria, and some rationale for the usefulness of each
question. The order of the question presentation is not signiﬁcant.
3.1 System Requirements
Although this checklist is targeted at system design, we include some questions related to system
requirements. As discussed previously, for safety-relevant systems it is important to approach
the design from an informed assessment of the potential system hazards and system environment.
Designers are encouraged to regularly re-read the published recommended practices in these areas [9,
22, 23] and stay familiar with the material released from related working groups [24].
• Who owns the system requirements?
• Who is responsible for creating and maintaining the requirements and integrating them across
diﬀerent functions?
• Describe your process approach to hazard analysis and requirements deﬁnition.
• Highlight all hazards based on operational experience and past history of accidents.
– How do you know that those you are querying have suﬃcient operational experience.
Please see the related questions of section 3.18.
• Have the safety requirements been stated unambiguously (i.e., explicit, clear, concise, under-
standable, only one interpretation by all stakeholders) and completely?
– How do you know?
– If you can’t be certain, what is your conﬁdence level and how was that conﬁdence
derived?
• Have normal and degraded function modes of operation been identiﬁed?
• Have prohibited behavior characteristics been explicitly stated?
• Have requirements been stated in quantitative terms with tolerances where applicable?
• What has been done to check requirements for inconsistencies?
• What steps have been taken to show that the requirements are veriﬁable?
• What have you done to ensure that the prevailing safety requirements include all functional
requirements and all non-functional requirements—qualitatively (e.g., integrity/assurance lev-
els) or quantitatively (e.g., maximum occurrence rates)?
• Have you unambiguously and completely speciﬁed the range of operating conditions under
which the safety requirements must be met?
– Where are these requirements documented?
– What have you done to ensure that the list of assumed operating conditions is complete?
– If you can’t be certain, what is your conﬁdence level and how was that conﬁdence
derived?
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• What is your strategy for demonstrating that all the safety requirements will be satisﬁed in
the design?
– Do you have scientiﬁcally sound evidence that the safety-critical design meets the safety
requirements?
∗ Has this evidence been examined by an independent expert and validated to be
scientiﬁcally sound for this purpose?
∗ For any elements of your design that are included to mitigate human failure, how
have you determined that the failure probability due to the additional system com-
plexity is not worse than the probability and outcome of the human failure?
3.2 Fault-Hypothesis and Failure Mode Assumptions
In safety-relevant systems, an understanding of the system fault-hypothesis is very important.
Without a formal understanding of the system fault-tolerance rationale, it is not possible to validate
the system claims. However, in many systems, this aspect of the system design is seldom formalized.
In place of a formal fault-hypothesis or formal fault-tolerance speciﬁcation, non-speciﬁc terms such
as single-fault tolerant, N-fault tolerant are commonly used. Until the requirements deﬁne the
types of faults to be tolerated, the requirements are incomplete and unveriﬁable. In distributed
systems, the fault-hypothesis is central to the system speciﬁcation since the distributed nature of
the fault-tolerance logic often places constraints on the assumed fault model, e.g., the number of
simultaneously active faults or minimum fault arrival period. Hence, the following questions are
intended to examine the understanding and formality of the system fault-hypothesis.
• What is the system fault-hypothesis?
• Does the fault-hypothesis characterize the failure modes in addition to the number of tolerable
faults?
• What are the probabilities for each of the failure modes and how are these probabilities
determined?
• For each failure mode class that was not included in your fault hypothesis, what is your
rationale for not including it? In particular, for each failure mode class in the following list
not included in your fault-hypothesis, supply that rationale:
– Byzantine [25, 26] (asymmetric, slightly-out-of-speciﬁcation, sliding value [27, p. 16])
– In-normnal-path (intended signal propagation path) but out-of-band (over/under: volt-
age, amperage, pressure, timing, etc.)
– Out-of-normnal-path (not an intended signal or data propagation path) (internal shrap-
nel, thermal conduction, vibration)
• Does the fault-hypothesis include both permanent and transient 4 faults?
– How many permanent and transient faults or combination of permanent and transient
faults are tolerated by the system?
– What is the minimum assumed fault arrival rate?
– How does system fault-diagnosis impact limit the maximum fault-arrival rate?
4a useful deﬁnition for transient fault is a fault that has failure duration less than system’s fault response/repair
time
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Note that in fault-tolerant distributed systems, it is common to use distributed fault diagnosis
and reconﬁguration algorithms to mitigate component failures. These algorithms often cannot
tolerate multiple faults within the system diagnosis and reconﬁguration windows. Hence, such
design strategies may implicitly limit the assumed fault arrival rate.
• How does the system fault-tolerance degrade following the arrival of the ﬁrst fault?
• Are there other system modes, such as power-down or startup, where the system fault-
tolerance can be degraded? See section 3.10 for more questions related to system startup.
• How will the system behave when it is outside of its design envelope?
– Has any analysis or testing validated this assumed behavior?
• If the number of faults ever exceeds the maximum number of faults the system was designed
to handle, will the system recover and resume normal operation when the number of faults
falls below the tolerated threshold?
– How long will it take for the system to recover?
– Does any persistent state, for example fault-diagnosis records, remain following the sys-
tem recovery?
– How is this data used?
• Is the system sensitive to a particular fault sequence?
– How is this order captured within the system safety analysis?
• Are any faults undetected or not obvious when they occur?
Latent faults are those that go undetected when they occur. Part of the Failure Mode and Eﬀects
Analysis (FMEA) process is to determine how detectable each postulated failure mode is. If it is
determined that a failure goes undetected when it occurs, the analysis should consider what happens
when a second fault occurs. For example, if a function monitor fails undetected, the analysis
should address the eﬀect of the function failing undetected now that the monitor is inoperative. The
monitor will remain inactive until some explicit check is performed to verify its condition. This in
situ veriﬁcation of the monitor function is often referred to as monitor scrubbing. The coverage
of the monitor function should be degraded by the interval of this monitor scrubbing period. That
is, the probability that the monitor function works correctly must account for the probability that
the monitor itself may have suﬀered a failure since the last time it was scrubbed.
• When and how are covering and monitoring functions exercised? The rationale and assump-
tions that underpin scrubbing functions should be carefully analyzed—especially for guardian
type covering functions that are intended to mask faults and errors. Verifying that these
masking functions are operational incurs risk associated with the injection of erroneous and
potentially dangerous fault stimulus; pay special attention to ensure that the correct level of
interlocks exist.
• If power-on based monitor scrubbing is assumed, what is the evidence that ensures that the
operational envelope of the system matches the monitor scrubbing periods assumed by the
system safety assessment? Where is this evidence documented?
– Is the monitor scrubbing period valid for all system use-case scenarios?
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– Where is this documented?
– What prevents users from modifying the system usage scenarios beyond the assumptions
made above?
The questions above are intended to assist systematic consideration of the distributed system
fault-tolerance assumptions. However, this consideration may still be subject to linear thinking
limitations. The following questions can help system designers to adopt a wider perspective.
• Have all plausible causes of system failure been considered?
• What if part of the system... is destroyed by ﬁre... is exposed to liquid... falls out of the
equipment rack... ?
– What consequences have been considered?
– Are the consequences that are captured in the system fault model communicated to the
interfacing system? See section 3.8.
– How will aircraft systems respond correctly to deal with the loss?
• Which transmogriﬁcation faults (a component turns into a diﬀerent type of component) have
been considered?
As exempliﬁed by the failing diode of NASA space shuttle mission STS-124 turning into a
capacitor [27, pp. 4–9], the relatively simple failure mode of a simple component may seriously
impact system redundancy assumptions if the implications of the failure mode are not fully
understood.
• Which “partogenesis” faults (an electrical component appears to be created from nothing)
have been considered?
Examples of partogenesis include capacitors being created by large increases in parasitic ca-
pacitance [27, p. 35], and unanticipated emergent properties creating an air conditioner [27,
p. 36].
• Is the system vulnerable to a malicious failure? See the glossary for the deﬁnition of malicious
failure.
– Think about what would happen if a motivated adversary could make malicious, un-
constrained changes to any component of the system (including both hardware and
software). What is the worst they could do?
– How do you know that your answer is really true?
– For systems that are intended to tolerate multiple faults, consider that the adversary is
given access to multiple components. Does this scenario require additional constraints
to be introduced into the assumed fault-model?
Note that additional constraints with respect to multiple faults are not uncommon. For exam-
ple, most self-checking pair architectures assume that each half of the pair does not fail with
identical failure modes at the same time. In the BRAIN [28], this assumption is formalized
within the non-colluding fault-model. We believe that spending the time to formalize such
details can be very beneﬁcial. Any formal analysis of the systems requires such assumptions
to be formally deﬁned.
Another potential issues arises from the traditional split between safety and system engineer-
ing roles. Such a split may result in diﬀerent failure rates and mode assumptions.
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– Does the safety analysis include assessments from all the disciplines and domains of
expertise applicable to the system? How has any diﬀerences of opinion been reconciled?
Where is this documented?
– What ensures that the safety analysis does not assume unrealistic failure rates, either
too optimistic or too pessimistic?
– Is the safety analysis consistent with respect to the assumed failure modes?
Be careful to ensure that the failure modes account for physical and logical failure modes. For
example, for a bus that incorporates an in-line integrity protection code, the analysis of the
bus should include the physical failure modes of the bus (e.g., open, short, non-terminated) as
well as the logical potential data corruption failures.
3.3 Failure Containment and Hardware Partitioning
Fault containment regions and hardware partitioning strategies are closely related to the system’s
fault-hypothesis. These strategies constitute the tool box of the fault-tolerant, distributed-system
architect. Implementing such strategies can be diﬃcult, but must be done eﬀectively because there
can be no fault tolerance without fault containment. The following questions explore this aspect
of distributed system design in more detail.
• For each item in a fault tree (or similar analysis) that is assumed to fail independently, what
mechanisms exist in the system’s design that enforce this independence?
• What fault-containment regions (FCRs) or hardware partitioning strategies have been deﬁned
within the system architecture?
• How are the FCRs speciﬁed?
– Does each FCR have a documented fault-model?
– Where is the list of failures or errors that can escape each FCR documented?
Ideally, the deﬁnition of the FCRs will be expressed in terms of the formal system fault model.
It should deﬁne which faults and associated errors are mitigated within the FCR and also
specify the faults and errors that the FCR does not handle, which are subsequently exported
from the FCR.
• Do any fault-containment regions partially overlap?
– If so, where and why?
– Is this overlap consistent with the fault-hypothesis?
– Can a failure propagation chain change failure modes such that the chain escapes multiple
fault containment regions?
Power distribution and management may introduce additional fault-propagation paths. Exam-
ining the impact of power-distribution related faults is therefore important. Often with power-
distribution, striving for increased levels of availability can compromise the system integrity. Simi-
larly, additional integrity protection in the power-system can reduce system availability. The lessons
learned from the F16 power distribution [27, p. 25] may be useful background.
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• Can any single point failures disable separate or redundant power supplies? The design should
consider the potential of a single point or likely combination of events that can incapacitate
redundant power supplies. Steps should be taken to protect redundant resources from common
failure modes.
• If a system has two power supplies, either of which can operate the system, what happens
when one fails?
– How is the failure of the ﬁrst-supply detected?
– What are the assumed failure modes of the power supply?
– Can any of these failure modes compromise the integrity or availability of the second
power supply?
One way to evaluate the independence of power supplies is to visualize that each power
source outputs a unique color of electrons and each conductor or electronic device that
an electron passes through is given that color. Any point where colors mix is a fault
propagation path from one power supply to another.
This technique can be expanded to a form of zonal fault containment analysis where
electrons are assumed to be able to jump gaps between conductors if the voltage on the
conductor is suﬃcient to jump the gap. Such analysis should take into account the
fact that the gap size that can be jumped is aﬀected by certain failures, geometries, and
environmental conditions (e.g., the length that tin whiskers can grow, the distance that an
arc-over can jump given variations in air pressure due to altitude changes, any crossovers
of adjacent layers in a printed circuit board, adjacent pins in a connector, . . . ).
Similarly, in highly-integrated distributed systems, switches may be shared across diﬀerent
system functions, which can render the associated systems vulnerable to common-mode failures.
• When multiple-pole switches or relays are used to select or initiate separate functions, how is
functional separation and independence assured?
• Has proper attention been paid to failure modes of the switch or relay that could aﬀect
multiple functions?
• Has a benign default system state been deﬁned to address invalid switch or relay inputs?
Another consideration is that a single fault may result in identical but wrong data. For
example, if left and right localizer signals are on adjacent pins, a single short could cause
both signals to be identical but wrong. In addition, all users would see the same signals.
A failure that aﬀects only one signal could cause loss of system redundancy that cannot be
detected, since you cannot tell the good from the bad.
One often overlooked source of error propagation in distributed systems is the communication
of ﬂoating-point variables. Special care is required to ensure that an erroneous ﬂoating-point
value does not excite the ﬂoating-point error handling routines of receivers. Any assumptions
with respect to the assumed validity of the ﬂoating-point values will ideally be traceable to fault-
containment strategies. Note that unless the transmitter contains self-checking monitored hardware
that precludes erroneous value escapes, the erroneous ﬂoating-point error handling strategy should
be implemented within the receiver logic.
• Do subcomponents of the system communicate using ﬂoating-point variables?
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• What are the failure assumptions with respect to the ﬂoating-point errors?
• What fault containment mechanisms are implemented within clients receiving ﬂoating-point
values?
– Does the receiving code implement a Not a Number (NAN) monitor?
– Are suitable range-limits in place before downstream processing is implemented?
– What analysis and justiﬁcation ensures that the receiving system will not incur numerical
value underﬂow and overﬂow exceptions?
– Has the time budget for exception handling been accommodated within the receiving
system scheduling assumptions?
Issues relating to buﬀer underﬂows and overﬂows should also be given special care. Similar to
the above issues with ﬂoating-point values, they may invoke error handling routines at the receivers
and become a source of error propagation. Note that buﬀer overﬂows are a major source of security
holes.
• How are buﬀer overﬂow and underﬂow related errors prevented within the system architec-
ture?
• Does the system data-ﬂow incorporate variable size packets or data sequences?
– If so, how are the lengths and sizes of these packets communicated?
– What prevents an erroneous length ﬁeld from escaping?
– What is the impact of the erroneous length or packet size data?
When error detection encoding (e.g., CRC, parity, checksum) is used to contain errors:
• How was the underlying error behavior determined?
– What are the probabilities for all the expected error patterns?
– If the assumption is that bits fail independently, what substantiates this assumption?
To make this assumption on communication links, there must be negligible inter-symbol
interference, no multiple bit encodings (e.g., 4B/5B, 8B/10B), no manipulation of the
bitstream between the source’s calculation of the error detection code and the receivers’
calculation (e.g., no bit stuﬃng, no compression, no encryption, . . . ), and no complex
integrated circuits (ICs) in the path.
– How was Bit Error Ratio (BER) 5 testing done?
Note: BER can only be determined from testing. One cannot cite standards documents;
the reference to BER in these documents are requirements, not statements of fact. Citing
BER from data sheets can only be done if those numbers were determined from testing
in exactly the same environment as the one in which the part is to be used and was done
using data with the same or worse characteristics than is expected in this use.
– What was done to determine possible sources of correlated failures (e.g., crosstalk in
communication lines, proximity in memory) and the probabilities of correlated errors?
And, what mechanisms are in place to ensure that this question is revisited for any
changes in the system during its lifetime (e.g., rerouting of signal wires, die layout
changes for ICs in the design)?
5It should be noted that BER is also used for Bit Error Rate. The Bit Error Rate and Bit Error Ratio can be
related using the bit rate
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• How was the coverage of the error detection coding calculated?
• Is this coverage data dependent? If so, what is the worst-case data pattern(s)?
3.4 Design Assumptions, Assumption Rationale, and Robustness
As discussed above, some system failures result from the mismatch of designer’s assumptions with
respect to the system environment, operation, and fault models. The questions in this area explore
this aspect of the system design in more detail.
• What assumptions have you made about the design? Consider:
– How the design will be operated
– The physical, operational environment
– Other systems with which it will interact
– The performance of components and subsystems (including failure modes and rates of
failure)
– How the system will be maintained and inspected
– How the system will change over time
• What systems are in place to support these assumptions (i.e., to encourage them to come
true)?
• What systems are in place to create, collect, monitor, and react to evidence related to these
assumptions?
• Does the system change its behavior (i.e., reconﬁgure) in response to any observed changes
in assumptions?
– If so, how?
– Can the reconﬁguration be invoked by transient errors?
– How are transient occurrences diﬀerentiated from permanent faults?
As background to these questions about monitoring possible changes in assumptions, consider
the inline CRC and checksum integrity code schemes discussed in the previous section. The
application of inline integrity coding assumes a bounded bit error ratio from the communication
channel [13]. If the assumed error ratio is exceeded, the integrity assumptions related to the
protected data ﬂows may be compromised and reconﬁguration of the system to remove the
erroneous stream may be prudent. However, this consideration must be balanced against the
impact of external, transient disturbances.
• What is the evidence that these systems are suitably trustworthy given the reliance you place
on each assumption?
• Under what circumstances would the current claims of safety be invalidated, e.g., unintended
uses, extreme environments, etc.?
– What mechanisms are in place to look for those circumstances, and (provisionally) what
action will be taken when they arise?
– Are there mechanisms in place for robustness (maintaining correct system operation
even if the system fault-hypothesis is exceeded)?
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– How did you calculate the probability that the system would exceed its fault-hypothesis?
• For software exception handling:
– Has a handler been deﬁned for each possible exception?
– What analysis has been done to ensure that exception handlers don’t cause additional
exceptions (e.g., time-outs).
– What analysis has been done to ensure that exception handling doesn’t cause deadlocks
or livelocks?
3.5 Replication, Redundancy, Input Congruency, and Agreement
Distributed systems often incorporate redundancy to meet system availability and integrity goals.
Management of this redundancy largely characterizes the distrusted system logic. Understanding
the rationale behind system redundancy is paramount in distributed system design, speciﬁcally
understanding whether the redundancy is targeted towards integrity, availability, or both. For
example, in some systems, multiple sensors may also be cross-compared to implement a sensor
diagnosis functions. In such cases, how the failure modes of the sensor or the underlying system
communication and computational platform can impact the sensor diagnosis validity must be un-
derstood. Similarly, where redundancy is used for integrity, such as the bit-for-bit comparison of
the self-checking-paired based schemes, it is important to understand what mechanisms can estab-
lish and maintain the state congruency agreement assumed between each half of the pair. The
questions below explore these aspects of the design.
• Does the system incorporate redundant sensors?
– If so, are redundant sensors compared as part of the sensor diagnosis function?
– Is it possible for an erroneous sensor reading to indict a properly functioning sensor?
As illustrated in Osder [29], without suitable care in the design, it is possible for a faulty
sensor to erroneously indict good sensors, needlessly lowering the system redundancy.
• What analysis has validated the sensor diagnosis logic?
– What fault model was used during this analysis? Does this fault model fully characterize
the failures of the full sensing and communication paths?
– Does the sensor diagnosis logic take account of the system timing and composition? See
sections 3.6 and 3.7 for more details.
• Are redundant hardware components separated such that a failure or likely combination of
failures will not cause the loss of all redundant hardware?
• Are redundant input/output (I/O) channels adequately separated?
Answering this question may involve examining input pin spacing and internal wire routing
to ensure separation. Redundant I/O that must share a common assembly should be routed
to diﬀerent electronic devices to lessen the probability of a single failure causing loss of all
redundancy.
– Is a single sensor providing input to redundant I/O?
– Is wiring routing consistent with the redundancy philosophy?
– How are bridging faults mitigated?
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– Is redundant signal separation maintained internally as well as externally?
– What methods and tools were used to determine adequate separation and the risk of
losing separation (e.g., “Wire Interconnect System Risk Assessment Tool” [30]).
• Is the rationale for physical separation documented?
Ideally, the rationale for physical separation requirements should be documented either explic-
itly or as a derived requirement.
• If any sensor reading is processed by multiple clients:
– Are there any requirements for having sensor values seen by multiple clients be congruent
(each copy of the values are identical or similar enough to meet system requirements)
– If multiple clients are assumed to receive the same sensor value, what mechanisms are
in place to ensure that a congruent sensor value is utilized by all clients?
– What happens if the sensor clients do not receive the same data?
– What degree of non-congruent sensor values can be tolerated by the redundancy agree-
ment model?
– How does a single non-congruent value impact the system diﬀerently from the multiple
non-congruent values?
The issue of sensor input congruency is part of the larger system theme of computation repli-
cation and management. In safety-relevant systems, computation functions are often replicated to
provide improved computation availability and/or integrity. Of particular importance for such con-
ﬁgurations are the mechanisms and protocols that ensure that the replicated computation functions
establish and maintain the required level of agreement with respect to their inputs and internal
state variables.
• What level of state agreement is required or assumed among replicated computation func-
tions?
– How and where is the agreement speciﬁed?
– Why is this agreement needed?
∗ Is the replication for availability or integrity or both?
– What is the impact of this agreement failing?
• What is the design for maintaining this level of agreement?
• What level of data exchange is required to implement the required level of agreement?
– What is the assumed fault model for the data exchange?
∗ Is the assumed fault model for state data exchange consistent with the implemen-
tation of the system and fault-hypothesis and fault-containment mechanisms?
– How does the system temporal composition impact the state agreement exchange? See
section 3.6.
– Is system bandwidth and/or system scheduling analysis provided for the data exchange
required for agreement?
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• What analysis demonstrates the validity of the state-exchange and agreement logic under the
assumed fault-hypothesis?
• For redundancy patterns that use leader election, how is the initial leader selected?
• For active-standby conﬁgurations, how is the active node initially arbitrated or selected?
• What analysis validates the correctness of the leader-election or active-standby arbitration
scheme in conjunction with the system temporal composition, communication latencies, and
fault-hypothesis? See sections 3.2 and 3.6.
• What is the system-level impact of the leader-election or active-standby logic failing?
– Can the system detect whether there is more than one group leader (e.g., when a backup
processor spuriously detects that the active leader is down when in fact the active leader
is still working)?
– How is this scenario resolved? Under what circumstances can the mechanism that re-
solves this scenario cause a scenario where no leader is elected?
• Given a choice between solving the scenario of “no leader” versus solving the scenario of
“multiple leaders”, which is more important and why?
Architectures for fault-tolerant systems can be designed such that their processing elements and
the communication interfaces between these processing elements have diﬀerent guaranteed failure
modes. Some system designs, such is the Boeing 777 Aircraft Information Management System
(AIMS) [31] enforce a restriction that allows only benign failure modes (e.g., fail-crash, fail-silent,
fail-stop) for both the processing elements and their communication interfaces. Other system de-
signs, such as the Delta-4 [32] architecture, allow a mix of the benign and non-benign failure modes
of its processing elements, but require benign-only failure modes of its communication interfaces.
And, still other system designs, such as Scalable Processor-Independent Design for Electromagnetic
Resilience (SPIDER) [33, 34], Multicomputer Architecture for Fault Tolerance (MAFT) [35], and
BRAIN [28] allow non-benign failures of both its processing elements and their communication
interfaces. In addition to these diﬀerences, architectures can have diﬀerent requirements on the
relationship between the outputs of redundant components. The output values may be required
to be bit-for-bit-identical (typically followed by M-out-of-N voting or exact-match comparison for
error detection) or may be allowed to be diﬀerent by some bounded degree (typically followed by
a mid-value selection, “force ﬁght”, or summing). The times when these outputs are produced
may be constrained to have a tight skew between redundant components or may have looser time
constraints. Various methods may be employed for enforcing any required relationship between
redundant outputs, in both value and timing. These methods can include congruency exchanges,
peer equalization, master-slave state following, or other techniques.
• What failure modes of processing elements can this system architecture tolerate?
• What are the mechanisms that implement this tolerance?
• What analysis exists to justify that failure modes of processing elements that the higher-level
architecture cannot tolerate have a suﬃciently low probability of occurrence?
• What failure modes of communication interfaces can this system’s architecture tolerate?
• What are the mechanisms that implement this tolerance?
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• What analysis exists to justify that failure modes of the communication interfaces that the
higher-level architecture cannot tolerate have a suﬃciently low probability of occurrence?
• What mechanisms enforce any relationship requirements between the values of redundant
outputs?
• What analysis has been done to show that the range of values constrained by these mechanisms
meets system requirements?
• What mechanisms enforce any relationship requirements between the timing of redundant
outputs?
• What analysis has been done to show that the timing constrained by these mechanisms meets
system requirements?
• How is the required level of agreement among redundant computation functions established
at system startup? See section 3.10 for related questions.
• How is agreement established following node re-integration?
– How is the level of agreement among redundant computational functions aﬀected by
system modes and power transients?
– What analysis justiﬁes the above claims?
– What fault model was used as part of this analysis? See section 3.2.
3.6 Temporal Composition and Determinism
In distributed systems, the system timing and associated communication models play a signiﬁcant
role with respect to characterizing the system behavior and fault-tolerance. Modeling and analyzing
the communication primitives of the system can be greatly beneﬁcial. The questions below explore
this aspect of system design.
• How is the system temporal composition deﬁned?
• Is the underlying model of the system redundancy management and data ﬂow synchronous,
asynchronous, or a mix of both?
• How are task precedence constraints speciﬁed and analyzed?
• What is the impact to the system if these task precedence constraints are not honored?
• If the system is (partly) asynchronous, how are the required agreement properties discussed
in section 3.5 achieved?
– Which asynchronous consistency/consensus algorithms/protocols are you using?
– How do you guarantee the correctness of these approaches (e.g., formal methods)?
– Is the fault model assumed by such analysis consistent with the system fault-hypothesis?
• If the system is (partly) synchronous, how do you ensure the safety and availability of syn-
chrony (e.g., fault-tolerant clock synchronization)?
– How do you guarantee the correctness of these approaches (e.g., formal methods)?
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– Is the fault model assumed by such analysis consistent with the system fault-hypothesis?
– How does startup aﬀect the analysis?
• If the system is (partly) asynchronous, how do you calculate the real-time characteristics of
the system components?
– For networks, is network calculus used?
– Is the fault model used for such analysis consistent with the system fault-hypothesis?
– For nodes, is response-time analysis used?
• For both synchronous and asynchronous systems, how is the impact of non-deterministic
mechanisms bounded? Typical sources may include:
– Waiting for hardware response, such as:
∗ Waiting for EEPROM to not be busy before writing an error code
∗ Waiting for serial communication device to ﬁnish sending (or clear buﬀer) before
writing next byte
∗ Polling user interface keys, waiting for stable transitions (debouncing, etc.)
∗ Coming out of low-power or standby modes
– Dynamic memory allocation (and garbage collecting, if applicable)
– 3rd-party library routines with no timing information
– Processor cache misses, pipeline ﬂushes, incorrect branch prediction guesses, out-of-order
instruction execution
– Unbounded recursion
• If the system comprises both globally synchronously scheduled traﬃc together with asyn-
chronous locally scheduled traﬃc, what have you done to bound the interference between the
two traﬃc classes?
– Does your analysis accommodate all anticipate traﬃc scenarios such as system start-up,
and clique recovery?
3.7 Latency
The impact of communication latency within distributed systems also needs careful consideration.
The next set of questions explore the issues relating to latency in more detail.
• Has data latency been addressed by a worst-case timing analysis?
• Have response delays from interfacing subsystems been considered in the latency analysis?
• Have transport delays (from pilot selection to system response) been considered in the system
latency analysis?
• Can data be missed without any eﬀect on system operation?
– If so, which data? How much data, when, etc.?
– What analysis justiﬁes these assumptions?
• Can the system operate in a degraded mode with loss of some data? If so, which data, how
much data, when, etc.?
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• Have degraded modes of system operation been deﬁned for cases where less than all data is
available?
• With respect to multi-path and multi-party communication, what assumptions exist for the
distribution of data?
– For example, are all clients on a bus assumed to get congruent data?
– What is the impact to the system if a non-congruent data broadcast occurs; that is, do
some parties on the bus get the correct data while others get incorrect or no data?
Note that this aspect is particularly important for receivers that have been replicated for
integrity comparison. See section 3.5.
3.8 System Interfaces and Environment
It is very important to understand the system boundary and external system dependencies, par-
ticularly for distributed systems that may include many separate sub-system interface points and
dependencies. It may be beneﬁcial to examine and document the rationale and assumptions behind
inter-system dependencies, which often occur at the edges of the system where multiple organiza-
tions are interfacing and where non-documented or non-congruent assumptions exist.
• How have you ensured that the system boundaries and the environmental conditions are
known, at least to a suﬃcient degree?
• Are interfacing systems aware of the system failure modes?
– How are these failure modes communicated between design teams?
• Does the system assume dependencies of the external system components?
– For example, does the system assume that power is applied in a particular order?
– What has been done to ensure that this assumption is valid?
∗ If this order is not observed, does system fault tolerance degrade?
An interesting example of such a dependency is the TTP protocol, which requires
the central guardian components to be operational before the startup of the hosting
nodes. If this dependency is not observed, it may be possible for a faulty guardian
to establish cliques during startup.
• What is the eﬀect of system failures on interfacing systems?
• What has been done to ensure that the OEM and supplier have congruent, aligned assump-
tions relative to the system architecture and its associated fault model?
• In addition to testing for individual environmental conditions, such as deﬁned in DO-160 [36],
what combinations of environmental conditions have been tested?
For example, pressure diﬀerential and temperature [27, p. 38] or complex scenarios such as
“a climbing right-hand turn of more than 3 Gs above 10,000 feet” [27, p. 24]
• Is the system architecture hosting third party applications?
• How have you communicated the fault-model and platform availability characteristics to the
third parties?
20
– How are the fault assumptions of third-party-hosted applications ratiﬁed against the
fault models of the hosting platform?
• What measures have you taken to establish the safety integrity of third-party and legacy
software?
3.9 Shared Resource Management
In many safety-relevant systems, the management of shared resources is a critical aspect of the
system design. Special care is needed to ensure that the system is not vulnerable to deadlock,
resource starvation, or live-lock. The Mars lander ”Mars Pathﬁnder” is a classic example of a
deadlock caused by priority inversion in a realtime systems [37]. In distributed systems, this is
further complicated by the distributed nature of the mutual exclusion and resource management
algorithms. The following questions are intended to explore issues relating to local and global
resource management.
• If the system uses shared resources, what system mechanisms are deployed to manage the
shared resources?
• What are the fault assumptions of the resource management logic?
– Are all parties assumed to follow the resource management protocol correctly?
– Does the implementation platform that is hosting the resource management support the
assumed fault model?
• What happens if a function fails without releasing a resource or fails during a critical section?
• Are resource management actions assumed to be atomic?
• What mechanisms are in place to ensure these atomic actions?
• What analysis and/or mechanisms are in place to prevent starvation?
3.10 Initialization and System Startup
In distributed systems, system initiation and startup are particularly problematic because the
system may lack the number of required resources to form voting planes or similar fault-containment
strategies at startup. At the beginning of startup, it may appear that all the system components
have failed. Given such a fault model, forming the initial agreement (either bounded or exact)
among redundant components can be very challenging and is often a weak point of distributed
systems.
• Has default data been deﬁned for inputs that are invalid or missing at startup?
• Have requirements been deﬁned for any default data used at startup?
• Have default data been deﬁned for inputs that become missing (e.g., a rejected message due
to bad CRC) or invalid after initialization?
• Have requirements been deﬁned for use of default data for missing or invalid inputs after
initialization?
• If the initial default data is deﬁned by hardware (e.g., all registers cleared on reset):
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– Are these default values set correctly for both power-on reset and the application of reset
signals [27, p. 41]?
– If the hardware mechanism for setting the default values is not explicitly documented in
the device’s data sheet, what mitigations exist to ensure that the system works correctly
if this mechanism for setting default data no longer works (e.g., future undocumented
IC die “improvements”)?
• What requirements have been deﬁned for power transients?
• Has synchronization of multiprocessors been considered? See sections 3.5 and 3.6 for addi-
tional questions.
• Are data reasonableness checks performed wherever appropriate (i.e., calculation of ﬂight
phase)?
• Do the power transient requirements reﬂect all possible scenarios to which the system may
be subjected?
• Has deﬁnition of state variables and checkpoint methodology been completed?
– What analysis justiﬁes the selection of the critical state variables?
• What analysis exists to validate system check-pointing and recovery protocols?
– Does this analysis cover all of the anticipated operational scenarios?
3.11 Modeling and Analysis
System modeling can be an eﬀective method for exploring and understanding system properties.
Suitable models may allow the exploration of extreme conditions that are not possible or too ex-
pensive using real system hardware. However, for all models, the intent of the modeling eﬀort must
be clear, and the abstraction of the models and how they diﬀer from the real system environment
must be well understood.
• What level of modeling has been performed to validate system requirements?
• What design questions need to be answered by your models and why are these relevant to
safety?
• Which safety relevant question cannot be answered with modeling?
– Why not?
– What alternative method(s) did you use?
• How did you ensure that each model’s semantics were correctly understood?
• Does the system modeling make it possible to explore extremes of the system temporal com-
position (see section 3.6) and fault-hypothesis (see section 3.2)?
• Does the system model enable analysis of higher-level system interactions such as power-on
sequencing, power-down modes?
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– Have the higher-level system interaction scenarios been reviewed by system stake-holders
and domain experts?
• How have you modeled the application domain? To what ﬁdelity?
• Were domain experts used for this modeling?
• How have you ensured that your models are adequate?
• How have you ensured that your models are kept consistent throughout the whole development
cycle?
3.12 Application of Formal Methods
The application of formal-methods-based techniques can be invaluable to distributed system design.
These techniques can be eﬀective tools for discovery of system failure edge cases that may not be
obvious to the designer. They are especially valuable for distributed systems where the complexities
of concurrent interactions are diﬃcult for the average human mind to reason about. Formal models
also can be used to drive architectural distributed system test generation as detailed in [38].
However, the application of formal-methods techniques is not a silver bullet. Great care needs
to be taken to ensure that the abstractions and assumptions of formal models used for analysis
match the implementation and environment of the real system. Similarly, where formal proofs for
system components (such as protocols) exist, it is important to understand the constraints and
context for such proofs to ensure that they match the environment.
• How are the abstractions of the formal model validated?
– Have they been reviewed and accepted by domain experts?
– How does the fault model abstraction of the formal proof diﬀer from real-world system
fault assumptions? See section 3.2.
– How does the timing abstraction of the formal proof diﬀer from the real-world system
composition? See section 3.6.
– What makes the temporal assumptions of the formal model suﬃcient for the inference
that is being drawn from the models?
For example, if the intent of the formal model is to prove system synchronization proper-
ties and the model is synchronously composed, some of the issues related to asynchronous
interactions may be missed.
– What behavior is assumed by the formal model?
∗ How does system initialization aﬀect the protocol proofs? See section 3.10
∗ How does system power-on ordering aﬀect the protocol proofs?
∗ Do any software dependencies aﬀect the applicability of the proof?
Consider the impact of any life-sign strobing (device on a network connection needs
to perform an action to the network interface to show it is alive). How are these
behaviors impacted within the target system?
• Have the models used for formal analysis passed the well-formed checks supported by the
tooling?
– Are they assured to be dead-lock free?
– Do they return counter examples for expected scenarios?
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3.13 Numerical Analysis
A large part of any dependable digital system involves numerical computations. The following
questions deal with numbers and numerical algorithms.
• What analysis has been done to ensure that critical variable values have the needed precision?
• What analysis has been done to ensure that critical variable values stay within acceptable
limits?
• For values that are transferred among subsystems, are value limits and precision acceptable
for all subsystems? Are limits checked by all subsystems?
• What analysis been done for variable units and dimensionality?
• For all values that need units conversion, have these conversions been double checked?
• How is underﬂow handled? Is this handling appropriate for all variables?
• How is overﬂow handled? Is this handling appropriate for all variables?
• How is rounding handled? Is this handling appropriate for all variables?
• For algorithms that need to converge:
– Does the algorithm converge for all possible inputs?
– Does the algorithm converge fast enough under all conditions?
– For algorithms that need a “close enough” starting value to converge, what analysis has
been done to show that the starting value always is close enough, particularly during
startup?
• What numerical stability analysis has been done?
• For variables that are arrays, vectors, or scalars that take up more than one memory location:
– Are all the operations to load and store these values atomic?
– If not, what are the possible consequences of non-atomic updates?
For an example of what can go wrong, see “Floating Point in Interrupt Handling Rou-
tines” [27, p. 46]
• Are all outputs from integrators, ﬁlters, and counters amplitude limited?
• For variables that can be written from diﬀerent sources (particularly diﬀerent tasks), what
analysis has been done to show that the updates from diﬀerent sources do not cause problems?
In particular, have all possible timing relationships of these updates been considered for both
normal and abnormal scenarios? How was this analysis performed?
• What analysis has been done to show that the input to trigonometric functions are always
valid?
– Acos input is in the range [-1 .. 1]?
– Asin input is in the range [-1 .. 1]?
– Atan2 inputs are not both zero
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– For tangent functions, is the appropriate range of input angle used relative to input
angles near multiples of pi/2?
• Is an nth even root taken only of a positive numbers?
• Is the exact equality operator ever used on ﬂoating-point numbers?
Because ﬂoating-point representation and operations allow the accumulation of roundoﬀ er-
ror, it is necessary to deﬁne equality test operators and functions that are cognizant of the
upstream error budgets.
3.14 System Test
System testing is a vital part of system veriﬁcation and validation. Similar to system modeling,
it is important to understand the rationale for each test campaign. Another consideration is how
the visibility of the target environment may aﬀect the test observations. This is especially true for
fault-tolerant distributed systems that often mask fault behavior. In such systems, additional data
logging may need to be added within the system design to support the levels of visibility required
to support validation objectives. Hence, it is important to establish a clear system test philosophy
early in the design cycle.
It is also important to establish clear completeness criteria for system testing. The questions
below explore the issues in this area.
• What percentage of the system fault tolerance mechanisms has been exercised within the
system test campaign?
• What cannot be tested?
– Why?
Note sometimes it is diﬃcult to instrument and conﬁgure the required level of fault-
injection or monitoring. In such cases, targeted analysis may be useful.
– What analysis has been performed in place of system test?
• What level of observation ensures that you can monitor the fault-tolerance mechanisms of
the architecture?
Note as discussed above, it is common for fault-tolerant systems to mask error events. With-
out suitable provision within the test and monitoring framework it may not be possible to fully
observe the behavior of the fault tolerance mechanisms. In distributed systems that incorpo-
rate distributed fault-tolerance algorithms, this challenge may be further complicated by the
distributed state of the fault-tolerance logic.
• Has any unexplained unexpected behavior been discovered during system analysis or testing?
Unexpected behaviour discovered during testing can reveal fault-tolerance vulnerabilities or
unanticipated failure modes. Ideally, there should never be any unexplained lab-testing sce-
narios. Lab notebooks should be kept that document all unanticipated behavior. Explanations
for all such behavior should be found and documented.
• What level of robustness testing has been performed or planned?
• What are your criteria for selecting a robustness test?
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• Does the robustness testing include scenarios such as
– Disconnect and reconnect network cabling from a random selection of points in your
system?
– Simulated power failure and brownouts?
– Loss of system cooling?
3.15 Conﬁguration Management
By design, distributed systems comprise a set of distributed resources. It is common to support the
individual reprogramming of the resources in the ﬁeld. Thus, it is important for the distributed sys-
tem to implement functions and protocols to ensure that a valid system conﬁguration is established
and maintained.
• To what degree does your system depend on the accuracy of conﬁguration data.
• What measures does your design take to secure the integrity of the conﬁguration data?
• What mechanisms and protocols are in place to ensure that a valid system conﬁguration
exists?
• How is a valid system conﬁguration deﬁned?
• For systems integrating subsystems from multiple suppliers, how is the system conﬁguration
managed across the organizational boundaries?
– Who has the responsibility for the integrated system conﬁguration?
• How many conﬁguration faults can the system tolerate?
– Note: If the answer to this question is none, see the malicious fault discussion in section
3.2. What is diﬀerent with respect to the assumed conﬁguration failure versus the
malicious fault assumption?
• Can any type of misconﬁguration faults be undetected?
– What is the impact of such faults?
– Do they introduce a reduction in the system safety margins?
For example, if the temporal arrival windows for data acceptance are artiﬁcially small,
there may be no observable impact if the system clocks are tightly synchronized. However,
as the clock drift degrades with temperature and age, the artiﬁcially small windows may
erroneously impact system data ﬂow, rejecting good data.
– How are such scenarios mitigated?
• If a single component suﬀers a conﬁguration failure, how can it impact the other correctly
conﬁgured system components?
Note when performing this analysis it is important to consider the system startup. If the
ﬁrst node powered-up and active is erroneous, it can hold oﬀ other well-conﬁgured nodes from
integrating.
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3.16 Operation and Maintenance
The operational and maintenance aspects of system life-cycle are crucially important to safety-
relevant systems. This is particularly important for aerospace systems where dispatchability re-
quirements of the aircraft may require the system to operate with known faults present.
• What design measures have you taken to prevent unsafe system maintenance from destroying
the safety integrity of your system?
• How does the redundancy management scheme of the system aﬀect dispatch criteria?
– How are LRU reliability and aircraft dispatch reliability related?
– Is this relationship clearly documented?
– Are there any undocumented assumptions?
• What assurances for dispatchability are required after maintenance?
– What must the return-to-service tests do to assure high conﬁdence in dispatchability?
• Is it possible to install the equipment incorrectly?
– What techniques have been used to ensure proper installation?
– If these techniques fail, what is the eﬀect on the aircraft and on the equipment?
• If improper installation can damage the equipment, is the damage and resultant degraded
functionality obvious and easily detectable as part of the normal system safety procedures?
• How much of the design depends on human intervention to mitigate safety hazards in high
stress emergency environments?
• If you were to evaluate the attitudes and experience of the people responsible for ongoing
operations and maintenance:
– What is their attitude to safety?
– How many hours of safety training have they had?
– How many years of safety-related system experience have they had?
Note: The questions for system conﬁguration of section 3.15 also need to be considered within the
context of maintenance actions.
3.17 Other Known Design Pitfalls and Caveats
• Which components have errata sheets?
– Which of them have you read?
– Have system assumptions been updated in response to the content of errata sheets?
• How are various types of errors handled?
• Is the error handling philosophy consistent throughout the design?
• How do you ensure that error handling produces no unintended eﬀects?
(For example, using the wrong memory locations.)
• Does the design use self-modifying code or any adaptive features?
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• How have you shown that priority inversion is not a problem?
• How do you prove that task scheduling meets all requirements?
• How were the eﬀects of errors due to numeric scaling shown to be acceptable?
• If software is re-used or imported, how have you ensured that it is adequate for the current
design?
• Are there interrupts other than Clock Tick and Fatal (an interrupt from which there is no
return except through reset)? If so, show the analysis of all their possible interactions.
• When implementing state machines, are there recovery mechanisms for all illegal state values?
• How are the following hardware issues handled?
– Initialization
– Noise on sensor (and other) inputs
– Power up and power down behavior
– Power usage (sleep) modes
– Watchdog timer
– ADC and DAC turn-on delays
– Flash and/or EEPROM interfaces
• How to you demonstrate that RAM, ROM, and EEPROM sizes are adequate?
– Are the stack and heap adequately sized for worst-case scenarios?
• How have the following been handled, in value, time, and space?
– Intermediate data
– Data shared between interrupt service routines and application
– Data shared between tasks of diﬀerent priorities
• For partitioned processors, how do you know that there are no mechanisms where a low
criticality partition can adversely aﬀect a higher criticality partition?
3.18 Organizational Factors
Understanding the organization factors that inﬂuence the distributed system design are also im-
portant.
• Who is personally accountable if the design proves not to be safe?
– What is this person’s involvement in design reviews?
– Has the individual signed to accept accountability?
– Has a director of the organization signed to accept liability?
• Has the design team been furnished with the relevant Advisory Circulars?
• Has the design team been adequately trained with respect to the recommended practice for
safety-relevant functions [9, 22]?
• Can you provide some background on the people involved in the process?
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• Can you present evidence that they are capable of recognizing credible hazards?
The ideal review team should comprise as many years of domain experience as possible.
• What relevant lessons learned or heuristics, either within the companies that develop the
product or within the engineering community, have been applied?
• If applicable, what are your plans for working with others who are designing the overall
system.
• If applicable, what are your plans for working with a distributed design team?
• What conﬁguration controls do you have in place? And, how are they audited?
See section 3.15 for additional questions relating to platform conﬁguration control.
• Are material lots or batches (IC dies from the same wafer or batch, printed wiring boards
from the same table, heat sink glue from the same batch, etc,) tracked so that all faulty parts
can be identiﬁed if there is a process failure that causes generic failures in the product?
3.19 Certiﬁcation
System certiﬁcation is a complex multifaceted topic requiring extensive coordination with a DER
and a detailed certiﬁcation plan. The following questions constitute some high level considerations
that may be generally applicable. This set of questions is just an initial start. It is hoped that a more
thorough set of question can be developed through industry engagement on NASA DASHlink [1].
• How have you ensured compliance with any applicable prevailing technical standards or
regulations—including safety standards?
• Does the system have an agreement and released certiﬁcation plan? If not, when is the
completion date?
• Is the system subject to maturity requirements that force an early completion of the design,
implementation, and V&V processes?
• Is there an existing advisory circular or TSO for the product being designed, or is there risk
that one will appear late in the program?
• Is there a requirement to certify ground-based or oﬀ-line tools?
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4 Discussion and Future work
4.1 Public Dissemination
This work has correlated an initial set of checklist questions for safety-relevant, distributed system
design. As emphasized in the introduction, we do not claim that the initial set of questions presented
herein is complete. As new lessons are learned and new perspectives are added, new questions will
need to be added to this initial question set. It will be particularly valuable if the added questions
can be related to additional stories of how systems can fail.
To support continuation of this exercise, we suggest posting the checklist to a public server.
The feedback we received from public safety mailing lists and groups [18] [19] gives us conﬁdence
that, suitably advertised, such a site will attract and beneﬁt from the external support. We suggest
that, once the checklist is added, its location is advertised to additional groups such as LinkedIn
and SAE safety-related working groups.
To support this goal, a set of questions formatted in HTML has been delivered with this report.
The mind-map from TheBrain tool can also be exported to simple and application-script assisted
HTML formats. An initial version of the checklist mind-map in both brainzip [21] and HTML
formats also accompanies this report.
4.2 Potential Research Expansions
During the production of this work, we correlated the input and questions from many diﬀerent
sources. In many places, we found redundancies as the same question was asked in diﬀerent ways.
From this experience, we postulate that it may be possible to establish a metric for the distributed
system design and rationale consistency. For example, it is possible to develop a set of targeted
questions asking the same questions from an availability or integrity system bias, to assess the
balance of the system design rationale. Might it be possible to generate a Design Type Indicator,
similar to the Myers-Briggs Personally Type Indicator [39] for the distributed systems? Additional
aspects of such a metric may include design rationale consistency, prevalence of an integrity versus
an availability mindset, optimism versus pessimism about failure mode assumptions, and so on.
Another idea is to integrate a variant of this question set with an expert system to support
a semi-automated, guided design review. If such a strategy is integrated with formal descriptions
of the architectures, such as suitably annotated AADL models, we believe it will be possible to
develop a set of interactive questions targeted to particular architectural patterns and frameworks.
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5 Terms, Abbreviations, and Glossary
AADL Architecture Analysis and Design Language
ADC Analog to Digital Converter
AIMS Aircraft Information Management System
AFCS Assurance of Flight Critical Systems
API Application Programming Interface
ARINC was Aeronautical Radio INC., no longer an acronym
BER Bit Error Ratio
BRAIN Braided Ring Availability Integrity Network
CM Computation Module
CRC Cyclic Redundancy Check
DAC Digital to Analog Converter
DER Designiated Engineering Representative
EEPROM Electronically Erasable Programmable Read-Only Memory
FAA Federal Aviation Administration
FACE Future Airborne Capability Environment
FADEC Full Authority Digital Engine Control
FCR Fault Containment Region
FMEA Failure Modes and Eﬀects Analysis
FMS Flight Management System
HTML Hyper Text Markup Language
IC Integrated Circuit
IFIP International Foundation for Information Processing
IMA Integrated Modular Avionics
LRU Line Replaceable Unite
NAN Not a Number
NASA National Aeronautics and Space Administration
MAFT Multicomputer Architecture for Fault Tolerance
OASM Output Actuation Sense Module
OEM Original Equipment Manufacture
RAM Random Access Memory
ROM Read-Only Memory
SAE Society of Automotive Engineers
SAL Symbolic Analysis Laboratory
SPIDER Scalable Processor-Independent Design for Electromagnetic Resilience
TSO Technical Standard Order
TTP Time Triggered Protocol
VL Virtual Link, a preconﬁgured, enforced network route
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Appendix A
Appendix : Checklist Mind Map
This ﬁgure below illustrates a top-level context of the architectural checklist mind-map. The
intent of the mind-map is to support the questions, using the examples of real-world failure scenar-
ios. The content of the mind map can be viewed using TheBrain [21] from Brain Technologies. The
brainzip and an HTML-based rendering of this mind map will be posted to the NASA DASHlink
AFCS repository [1] .
Figure A1 shows a top view the mind map with the focus at the top level of the questions.
Figure A1. Top-Level Mind Map with Focus on Questions
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Figure A2 shows a second view of the mind map with the focus at the top-level of the stories.
Figure A2. Top-Level Mind Map with Focus on Stories
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Figure A3 shows a ﬁnal view of the mind map that illustrates how the stories can be linked to
the questions and vice-versa. The links highlighted using yellow dots, denote the linkages between
the questions and stories.
Figure A3. Linking Questions and Stories
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